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SPARE PARTS 

INSTRUCTIONS #95 

Date Created: 09/06/2021 Product: Pegasus S4 

Title: Hydraulic Lift Ram Length Adjustment  
 

SAFETY! Before attempting to make any adjustments or carry out maintenance on the mower, review    

the hazard identification table (section 3a of your Operator Manual) and take all necessary precautions. 

 
 
 

 

Check that ALL three Transport 

Locks have disengaged fully. 

 

Lower decks to ground using tractor 

hydraulics. 

 

Remove the Linch Pin from the 

Cylinder Clevis pin. 

 

 

Remove cylinder clevis pin using a 

mallet or crowbar. 

Check ALL three Locks are fully 

disengaged, then lower the decks 
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Retract cylinder using the tractor’s 

hydraulic system. 

 

Several parts have been hidden for 

clarity. 

 

Loosen M8 clevis retaining bolts 

 

Use an open ended spanner to secure 

the cylinder spear from rotating. 

There are flat surfaces on the cylinder 

spear to accommodate the spanner. 

 

DO NOT overtighten or risk damage 

to the spear surface. 

 

Tighten the cylinder clevis onto the 

cylinder spear by a whole turn. 
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Tighten the M8 clevis retaining bolts 

to 50Nm. 

 

 
Remove the Spanner. 

 

Put a pan underneath the cylinder to 

catch any potential oil, and remove 

the hydraulic line connected to the 

cylinder. 

 

Extend the cylinder by using a strop, 

routed in the way shown through the 

clevis pin slot on the arm and through 

the clevis hole, and pulling on both 

end of the strop. 

 

Insert the cylinder clevis pin. 

 

Place the washer onto the cylinder 

clevis pin. 

 

Insert the linch pin to secure the 

clevis to the arm. 
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Reattach the hydraulic line to the 

cylinder. 

 

 

It may be necessary to cut the cable 

ties holding the hydraulic line to the 

ram to get the hydraulic line on. 

 

Retract the cylinder to raise the decks 

and check that transport locks now 

engage. 

 

If not, then repeat the process. 

 

This process is now complete. 
  

Raise the decks. Check ALL 

three Locks are fully engaged. 


